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RoHS Compliance

6.50 7=0.20+0.03 Material:

Terminal:Phosphor Bronze
Plating:Tin plated Over nickel

( — App[/'caf‘Jle wires: A~W G #20 #24
Insulation 0.D:1.30 1.80mm

//\
\\JH

SR
8 S ]

2.30:0.10 \ = H

\ Qty/reel:10000PCS

Electrical Characteristics:

\2 Current rating:5.0A AC,DC

Voltage rating:250V AC,DC
] Temperature range:-25°C "+ 85°C
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Insulationresis tance:1000M2/Min.
163 Withs tanding voltage: 1500V AC/minute
Contact resistance:10ma/Max.
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Order Information:

112:0.10 125+0.10 L-KLS1-XMI-3.00-FT
L: ROHSJ
Pitch:3.00mm——
Type:
! 2.7 200 MH / FH / FHN-Hosing
|[m| - ‘i, MT / FT-Terminal
I 0.60°5% N 2
- ) ANGLE TOLERANCE PROJECTION DeSCf'IpﬁOn-' |3. omm Pl'fch MO/EX Ml'cra FI'/_ 3'0 43020 43025
£3° = 43045 43030 43031 43645 43640 Wire to Board Connector| |
SECTION A-A SECTION B-8B
GENERAL TOLERANCE |UNITS mm | KLS P/N: L-KLS1-XM1-3.00-FT
xx 2030 SHEET SIZE | A4
x.xx 2020 Draw: Daniel | 2020-11-11 . NlngBO KLS ELEETRON/C CO L TD
xxxx 20,10 Check:  |Daniel | 2020-11-11 T
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