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PIEZO  ELEMENT  SPECIFICATIONS 

 

   MODEL AW5E27T-690E         
Resonant frequency                  Fr  69.0±5.0kHz 

Resonant impedance                  R    500ΩMAX. 

Main electrostatic capacity            Cm 3500±30% pF at 1000Hz/1V  25℃ 

Metal plate material  Brass 

Metal plate length                   mm   27.0±0.1 

Metal plate width                    mm 2.0±0.1 

Metal plate thickness                 mm  0.10±0.02 

Ceramic length                    mm  20.0±0.30 

Total height                         mm  0.26±0.05 

Insulation resistance  100MΩ  MIN.  at 50V 

Maximum input voltage  30Vp-p 

Operating temperature range  -20℃ to +70℃ 

Storage temperature range  -30℃ to +80℃ 

  APPEARANCE AND DIMENSIONS: 
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Audiowell Electronics (Guangzhou) Co., Ltd.
tÿ ФНЛ*«Г«1(|§ЯЕ§ЙЙ«Й14Е ЙРЙЙЙ: 511400

Add: Dongsheng Industrial Park, Yingbin Road, Panyu, Guangzhou 511400, China

Tel:+86-20-84802041 84802405 84871596 34516785 Fax: 84665207

ISO 9001:2000

C ertificate Registration No.

12 100 21*75 I MS

ISOJTS 16949:2002

IATF Ccfliftralc No.

0019903

0
.
26 ±0.05

2 ±0.1 0.10 ±0.02
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■TYPICAL FREQUENCY RESPONSE CURVE 

 
■MEASURING PROCEDURE 

     The node held with a measuring terminal, the resonant frequency and resonant 

impedance are measured in the constant-voltage circuit.  
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