HC-49US/SMD (4.0mm)
HC-49US/SMD (3.0mm)
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“AT"Strip Blank Technology
Cost Effective

High Stability With Temperature
Space Saving Design
Wide Frequency Range
Excellent Reliability

Excellent Aging Characteristics

m PR TLISE Part Number Guide

SZJF 4.000M

Frequency

9_|S_
Package

Type
9U:HC-49/U
9T:HC-49/T
9S:HC-49/S
OU:HC-50/U
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Package Option

T&R:Tape & Reel

Load Mode of Frequency Available Option
Capacitance Oscillation Tolerance(25°C)
SR: Series 1:Fundamental 10: + 10ppm L:Cut Lead B:Bulk
18:18pF 3:3“Overtone 30: + 30ppm I: Insulator Tab
5:5"Qvertone G:Gull Wing
J:Jacket

4 Type ZH HC-49US/SMD (4.0mm), HC-49US/SMD (3.0mm) )
AT Fundamental 3.579 ~ 35MHz
FRFRHE Frequency range(MHz) | BT Fundamental 20 ~ 40MHz
3rd Overtone 25 ~90 MHz
PREniE Vibration Mode AT/BT cut, Fundamental, 3rd Overtone
EESZE (ppm) Frequency Tolerance (at 25°C) + 5ppm ~ + 50ppm
BESE (ppm) Frequency Stability Over Temperature Range| See Table 1
1R E (C) Storage Temperature Range -40°C to + 85°C
FE3ER (Q) Equivalent Series Resistance See Table 2
BER (pF) Shunt Capacitance 7.0 pF Max.
nEBER (pF) Load Capacitance 5-50pF or Series Resonance
LEEE (M Q) Insulation Resistance >500M Q //DC100V + 10V
EENTHER (LW) Drive Level 0.01 p w~1000 p w
\Z L& (ppmly) Aging + 2ppml/year, + 3ppm/year, + 5ppm/year, Y,

All Specifications Subject Change Without Notice.



m ;B ES5iEFrequency Stability Over Tem-
perature Range (AT cut) (Table 1)

m Z 3 HFE Equivalent Series Resistance
(ESR) (Table 2)

(" Temperature |+ 3|+ 5 |+ 7 |+ 10k 15+ 20|+ 30k 50
P ﬁ:req. Range (MHz) | Mode of Oscillation ESR( Q Max)\
Range 2 3 4 5 6 7 8
g 3.570 - 3.999 AT Fundamental 150
-10 — 60C (Al A A A A A A A A
4.000 - 4.999 AT Fundamental 130
-20 — 60°C A A A A A A A
B 5.000 - 5.999 AT Fundamental 120
0-7oc c A A A A A A A 6.000 - 7.999 AT Fundamental 100
-10 — 70°C A A A A A A A
b 8.000 - 8.999 AT Fundamental 80
-20 — 70°C A A A A A A A
£ 10.000 - 14.999 AT Fundamental 60
-30 — 60°C | A A A A A A
15.000 - 35.000 AT Fundamental 40
-20 — 85C A | A A A | A
G 20.000 - 40.000 BT Fundamental 40
-30 — 70°C A | A A A | A
H \ 25.000 - 90.000 3rd Overtone 70 )
-30 — 85°C || A A A A A
-40 — 85°C |y A A A | A
-40 — 90°C A A A . H
K m H'Ej%®IN Options Available
@0 — 105°C|L A A
/Options N\
Available Item
m = &kRIE Marking specifications V___[Tape & Reel Packing
Lol JE s %% % % \% Centre Third Lead on Top
Frequency in MHz \% Laser Marking
5 Digital Max + Decimal \Y HC-49US SMD with Jacket (Metal Jacket Package)
\% Special Height for HC49US
Company Name . .
\ Special C: or Co Requirement
_ V Special ESR Y,
m 5P R~ Dimension(Unit: mm)
( )
4.0+01
_|_ Allg1.5 + 0.05
473 10.0+/-0.1 2.0 +£0.05 , / —
:<( ))TEXMQI |_ _| | /oiooooo
b IR Bl i © o | o
M \A o H o133
’; 11.44/-0.2 = = T < S
Hi i pasmax | i
IR ik
$ ;.EX 120+01 ‘j: |
| il
13.0 Max.
I 0.8+-02 |~ =
+0.8
295 0
20+02
'—9.5 ._i —
a1 [
=56+ 20+£05 623 +05
— g 1200
Holder L [
[ HC-49/US(3.0) | samax | 213 +05
(U HC-49/US(4.0) [ 45max__J
\ J




