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(VC-)TCXO-201CA
TCXO，VC-TCXO 

■ Features

¡VC-TCXO for Personal Cellular Phone.

¡Because it is leadless type, automatic mounting is possible.

¡Low Profile, Height 2.4mm.

¡Reflow Soldering.

■Specifications

■Outline ■Land Pattern(reference)

Type
※1

Item
 
Standard Frequency 12.8、13.0、14.4、15.36、19.2、19.68MHz

Frequency Stability ±2.5×10−6/−30~+75:  ※2

※1 Please contact us for reflow. 
※2 Frequency Stability ±1.5×10−6/−20~+75: is available.
※3 Supply voltage of 3.0 VDC is available. 

TCXO-201CA
VC-TCXO-201CA

Aging ±1×10−6 MAX./year

Supply Voltage +5V±5%  ※3

Supply Current 2.0mA MAX.

Load 10kΩ//10pF
Output

Level 1VP-P MIN. (DC Blocked)

Frequency Tuning Range ±3×10−6 MIN. 

Frequency Deviation/Voltage (only VC-TCXO) ±4×10−6 MIN./+2.5V±2V (Positive)

Capacity 0.27cc
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CONNECTION
1:GND
4:GND
5:OUTPUT
6:GND
7:VC (VC-TCXO)
   GND (TCXO)
8:+DC
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Dimensions(mm)

(VC-)TCXO-201CA

Original Size

This datasheet has been downloaded from http://www.digchip.com at this page

http://www.digchip.com
http://www.digchip.com/datasheets/parts/datasheet/251/VC-TCXO-201CA.php

